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Engraved Valve Tags
032 Anodized Aluminum

Material:
».032” Anodized Aluminum

Anodized Aluminum is matte finished natural or colored surface.
The coloring becomes part of the aluminum surface, and resists

further oxidation.

Product Description:

» Aluminum valve tags and nameplates offer a variety of colors

and sizes to identify equipment & valves.

Material Gauge:
* Aluminum: 21 gauge (approx.)

Application:

* Valve Tags are provided with mounting holes (3/16” default hole size).

Physical Characteristics:
« Standard: 1/32" thick for engraving on one side.

Durability:
* Indoor - Indefinite
* Outdoor - 2-3 years

Size & Shapes:

7 1-1/2" Round
(] 1-1/2” Square
[1 2" Round
[1 2” Square
[1 3” Round
[1 3" Square

Valve Tag Fasteners:

[] Meter Seals (Lead Seals)

(] #16 Jack Chain (Brass or Stainless Steel)

[] #6 Beaded Chain (4-1/2” long Brass or Stainless Steel)

—1-1/2”

COLORS AVAILABLE

Background Lettering

Black Natural

Natural Natural

Red Natural

Blue Natural

Green Natural

Letter Sizes:

1/4”, 3/8”, /2" 3/4”, and 1” Letter
sizes are determined by size of
tag, number of lines, and number

[[] 6" Nylon Ties . of characters per line.

] “S” Hooks (Brass or Stainless Steel) J
[] Zinc Hooks

DATE: / / JOB:

CONTRACTOR:

www.pipemarker.com | sales@pipemarker.com | Toll Free: 800.274.6271

| Toll Free Fax: 800.279.6897



