
Use:  
Marking all types of piping and equipment. Use with Stencil paints or Stencil Inks

Materials
Polyester:   Matte film 4 mil thickness. 

Polyester:  Offers superior durability and flexibility. Excellent for indoor and outdoor use. Can easily be 
wiped off and does not absorb moisture.

Letter Size:
Standard sizes 1/2”, 3/4”, 1”, 1-1/4”, 1-1/2”, 2”, 2-1/2”, 3”, 3-1/2”, 4” (13mm, 19mm, 25.4mm, 32mm, 38mm, 
51mm, 64mm, 76mm, 89mm, 102mm)
Other Sizes and Custom shapes are available.
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Use:  
Marking all types of piping and equipment. Use with Stencil paints or Stencil Inks

Materials
Brass:  .007 mil thick 
Offers superior durability, ideal for jobs that required several different legends such as equipment 
identification.

Letter Sets consists of: A thru Z, &, period (.), comma (,) dash (-), spacer, beginner and ender.

Number Sets consists of: 0,1, 2, 3, 4, 5, 6, 7, 8, 9, period (.),dash (-), beginner and ender.

Character Sizes Available:
Standard sizes 3/4”, 1”, 1-1/2”, 2”, 3” (19mm, 25.4mm, 38mm, 51mm, 76mm)

BRASS INTERLOCKING STENCILS

Stencil Characters


