Brimar

Product Information Bulletin

P.O. Box 467 | 64 Outwater Lane, Garfield, NJ 07026 Ph: 973-340-7889 | Fax: 973-340-7809

14"

A

»
' o

TAN

(@]

PIPE

. > 4 Holes at 3/16"

" 3.4" Tall
with 0.70" Stroke
(Letter Thickness)

v

Material Information
Rust Free Coated Aluminum Sheeting:

* Rust free aluminum signs usually coated white on both sides.

* Graphics are digital or screen printed with UV inks.

* Aluminum will not chip, crack or rust.

* Aluminum is one of the most durable material options offered,
with excellent resistance to harsh weather conditions.

* Printed image will resist fading and mild chemicals.

+ Outdoor Durability: 4 to 5 years

* Service Temp Range: -40°F to 212°F

* Printing Process: Digital or Screen

* Mounting: wall or fence mounting only.

Label Material: 3.5 Mil Adhesive Backed Vinyl Film:

- 3.5 mil thick flexible vinyl film coated with an aggressive
permanent acrylic adhesive.

- Graphics are digital or screen printed with UV inks.

- Vinyl signs are the most economical option available.

- A favorite material for indoor application.

- Printed image will resist fading and mild chemicals.

- Outdoor Durability: 2 to 4 years

- Material Flexibility: Conform to either curved or
flat surfaces

- Service Temp Range: -40°F to 180°F

- Min. Application Temp: 50° F

- Surface Preparation: Clean and Dry

- Ink Features: Printed with UV Inks

- Printing Process: Digital or Screen

- Over laminate: None

- Sign Features: 1/4" Rounded
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